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PRODUCT LISTING 

Reference No. USSF-A-11321Z-HS120FirstResponder 

Status: Current 

Multiple Listee:
US Smoke & Fire®
1230 Pinecrest Rd., Suite 300
Reston, VA 20191

Product(s): 

Hose Stream 120® First Responder Steel-Tex® Fire Shutter

Report: 

Guardian Test Report EER-1-13-21-Z; Test Report Date: June 3, 2021

Standards tested to: UL 10B, Standard for Fire Tests of Door Assemblies
 ASTM E2226, Standard Practice for Application of Hose Stream

Hose Stream 120® First Responder Steel-Tex® Fire Shutter attained a fire protective rating of 

90 minutes with hose stream.

Reference Documents: 2021, 2024 International Building Code (IBC) Table 716.1(2)
The Hose Stream 120® First Responder Steel-Tex® Fire Shutter meets the minimum fire door 
and fire shutter assembly rating (1-1/2 hours) for use in a 2 hour fire wall or fire barrier.

The Hose Stream 120® First Responder Steel-Tex® Fire Shutter system is for use in gypsum 
or masonry wall type constructions and installed in oversized applications up to and including 
the following dimensions:

For multi-roller use: 984.3 feet in length by 39.4 feet in height

For single-roller use: 19.7 feet in length by 39.4 feet in height

Optional Egress pass through slot, or optional Egress swing door with swing gate bottom bar.
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